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These vessel specifications reflect upgrades ongoing. 
DB50 upgrades are expected to be complete by the start of 2012.

These vessel specifications reflect upgrades ongoing. 
DB50 upgrades are expected to be completed in 2012.
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Official Flag: Panama
Built/Year: UK - 1988
Class: ABS  A1, FIFI Class 1, AMS, ACCU, DPS-2

HULL 
Dimensions:
   LOA: 497 ft
   Beam: 151 ft
   Depth: 41 ft
Operating Draft: 24.6 ft minimum / 31 ft maximum

TOWING 
Anchor System: 8 @ 26,460 lb anchor; 7,710 ft of 2.875 in wire

COMMUNICATION & NAVIGATION 
Communication: email / fax / phone / VSAT
Radio: VHF, GMDSS, SSB, UHF
Radar: 2
Gyro Compass: 1
Echo Sounder: 1

ACCOMMODATION 
Berths (air conditioned & heated): 320
Medical: clinic with three beds
Other Facilities: galley, mess room, laundry, movie room, conference 
room, exercise room, internet café, customer offices

POWER 
Distribution: 440 V, 220 V, 110 V, 6.6 KV, 60 Hz
Main Generator: 4 @ 2,700 kW
Emergency Generator: 1 @ 300 kW
Propulsion Thruster: 6 @ 3,000 hp, 360 degrees azimuth, 9.8 ft diam-
eter variable AC, fixed pitch
Speed: 6.5 kts

SAFETY 
Life Boat: 4 @ 80-person
Life Raft: 26 person
Rescue Boat: 1 
MOB: 10
Safety System: meet flag and regulatory body requirements

DEEP WATER LOWERING SYSYEM 
Heave Compensation: +/- 8.2 ft of vessel heave
Block Rating: 882 ST @ surface;  540 ST @ 9,843 ft;   482 ST @ 11,483 ft

CRANES 
Crane: Clyde Model 80 
Boom Length Main: 262 ft 
Boom Length Aux: 312 ft 
Boom Length Whip: 344 ft 
Main Hook Capacity Fixed: 4,189 ST; 4,400 ST tied back 
Main Hook Cap Revolving: 3,527 ST 
Aux Capacity: 551 ST 
Aux Whip: 100 ST
Deck Crane: 1 Liebherr LR1300; 200-ft boom 

PIPELAY EQUIPMENT 
Min OD: J-Lay 4 in; Reel-Lay 2 in
Max OD: J-Lay 20 in; Reel-Lay 12 in
Tension Machine: J-Lay 775 kip; Reel-Lay 200 kip
Tension Capacity: J-Lay 775 kip; Reel-Lay 200 kip
A & R Hoist: 775 kip
Wire Rope: 12,133 ft @ 4.5 in (for A&R)
Max Water Depth: J-Lay 7,250 ft; Reel-Lay case by case
AWE: provided as required

EQUIPMENT 
Air Compressor: 2 @ 500 cfm electric, 120 psi, 1 @ 1,600 cfm diesel 
Welding Machine: manual and automatic 
Boilers: 69,000 lb steam/hr @ 250 psi 
Anti Pollution: oil spill response kit 
Water Maker: 2 @ 19,920 usg/day
Helideck: 89 ft x 89 ft 
Construction Equipment: The DB50 spread is outfitted with assisting 
tugs, material barges, survey equipment, diving systems, x-ray, NDT, 
and hammer equipment as required on a project-specific basis. 

TANKS 
Fuel: 832,934 usg
Ballast Water: 7,769,298 usg
Potable Water: 464,943 usg
Lube Oil: 16,733 usg

FIRE FIGHTING 
Pumps: 1 @ 950,000 gph; 1 @ 784,320 gph
Trajectory: (above sea level) 230 ft (min), range 492 ft (min)
Work Pressure: 283 psi
Crane Monitors: 4

The information contained herein is provided for general information purposes only and is not intended or to be construed as a warranty, an offer, or any 
representation of contractual or other legal responsibility. McDermott has a policy of continuous improvement of its products and services and reserves 
the right to change information including specifications and processes without notice.  
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